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Model Slurryspreader

Type SDS7000

Year 2010

Working hours 22396

Prepared YES

INFORMATIONS
Spreading width 24 m Lighting 8 x working light + 2 rotating light

Manually foldable at 24 - 20 - 16 m Fuel capacity 370 l

Transport speed Max. 25 km/h

Dribble hose ø45 mm Transportdim.(L x W x H) 10.300 x 3.000 x 3.900 mm

Distance between dribble hoses 30 cm 

Individual blinding of hoses 16 / 20 / 24 MOTOR SPECIFICATIONS
Hose 4” x 700 m. Engine mark John Deere Powertech

Dosage Agrometer Type 6068

Performance 129 kW @ 2.500 o/min.

Propulsion 4-WD, max 12 km/h

Art. no. 7000-22396

SDS7000 SLURRYSPREADER
24 M. BOOM 
w/DP201 & HOSE

TYRE SPECIFICATIONS

Drive wheel  Steer wheel
Tyre mark Radial tyre, Michelin Mega Xbib Tyre mark Radial tyre, Michelin Mega Xbib 

Dimensions 1050/50 R32 Dimensions 710/55 R30

Total height 1650 mm Total height 1500mm 

Condition 80 % Condition 80 %

WILL ONLY BE SOLD AS A SET

See more on next page
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Model Pump unit

Type DP201

Year 2010

Working hours 10.692

Model AGM HOSE

Year 2010

Dimensions 5” x 1000 m

INFORMATIONS ENGINE SPECIFICATIONS
Capacity 200 m3/h @ 12 bar Engine mark John Deere Powertech

Pump type Bauer SX 2600 Type 6068

Control AGM std. w/pressure relief Performance 127 kW @ 2.500 rpm

Max pump distance 4.000 m. Transport speed Max. 30 km/h

Max. wall height above ground level                                         4 m. Fuelcapacity 1.500 l

Weight without fuel 4.900 kg.

Transportmål (L x W x H) 6.600 x 2.200 x 4.000 mm

TURBO-FILLER
Hydraulic engine YES
Size 5”

Art. No.  201-10692

PUMP UNIT WITH 
5” TURBO-FILLER

HOSE

 
 

 
 
 
 
 
AGM HOSE REEL 

 
 
 
1000 m 5” hose 
Model year 2010 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WILL ONLY BE SOLD AS A SET


